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DESCRIPTION 
Paint for swimming pools based on special polymers, rubber chlorine resins, photostable pigments, 
extenders and specific additives that, synergistically combined, confer excellent resistance to 
atmospheric agents, chlorine additive water and sea water. Excellent grip, stable to continued 
immersion with barrier effect, easy to apply. 
 
USES 
Suitable for painting tanks, pumps, and any other appropriately treated steel, iron and concrete 
object, which must be immersed in chlorinated water or seawater. The product is not suitable for 
contact with drinking water. 
 
PREPARING THE SURFACE 
To obtain best results it is essential to always observe the rules for a thorough cleaning of the surface 
to be recoated. 
Steel surfaces: sand (SA 2 level) or wire brush, thoroughly clean the surfaces, apply two coats of anti-
corrosive. Ideal products are EPOX FONDO or LUBENS RAPID TOP.  
New iron: sand-blast to SA2 level or brush, dust and remove all traces of calamine. Degrease with 
DILUENTE N and allow to dry. Apply one or two coats of anti-corrosive primer, ideal products are 
EPOX FONDO or LUBENS RAPID TOP.  
Already varnished iron: Remove all traces of rust, algae and grease thoroughly. Inconsistent or 
flaking old paint must be totally removed by grinding, rough sanding or chemical pickling. If the 
pool displays bubbles or flaking on all surfaces it is best to sand. Wash with 5% hydrochloric acid 
using brooms or brushes to remove grease and algae which would prevent correct application. 
Apply one or two coats of anti-corrosive primer. 
If the surface is very rusty it is advisable to apply a coat of rust converter. The use of the rust 
converter, even on surfaces that are only a little rusty, provides a more qualitative coating. In the 
bare metal areas apply a suitable primer. 
 
Once the process of cleaning the surface to be painted by one of the chemical or mechanical 
treatments is over, never leave the exposed metal for more than 12 hours without temporary 
protective coating or a coat of rust inhibitor to prevent the formation of rust that may affect the 
duration of the paint products applied subsequently. 
 
New concrete or masonry surfaces: Make sure the surfaces are dry and well-seasoned for at least 28 
days after the last application of the cement mortar. Clean and remove any dust and non-perfectly 
adhering sand. At least 24 hours before, prime and consolidate with epoxy primer EPOFIX or 
appropriately diluted fixative solvent SOLVEX. A uniform application is recommended, without 
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running or excess product as it can cause poor adherence of successively applied coats of 
ALCAGUM. 
Old surfaces in concrete or masonry: The surfaces to be coated must be completely dry, clean, free 
of debris, of loose and oily residues, of efflorescence, of plant formations. Eliminate any old paint 
flaking film with a grinder or rough sandpaper or by chemical pickling, sand the remaining polish. 
Wash with 5% hydrochloric acid using brooms or brushes to remove grease and algae which would 
prevent correct application. At least 24 hours before, prime and consolidate with epoxy primer 
EPOFIX or appropriately diluted fixative solvent SOLVEX. A uniform application is recommended, 
without running or excess product as it can cause poor adherence for successive coats of 
ALCAGUM. 
Application on surfaces with salt efflorescence or which are subject to rising osmotic damp cannot 
ensure good adhesion of the coating. The limestone formed on the walls and on the bottom should 
be removed with acid (solution of 5% hydrochloric acid in water) or wash mechanically prior to 
application or repainting. 
 
APPLICATION 
Mix thoroughly before applying the product to get an even colour and consistency.  
Apply two coats of ALCAGUM by brush, roller or spray (the first coat may be slightly more diluted 
compared to later coats and should preferably be applied by brush for greater penetration, max 15-
20%). Allow 24 hours between coats. Apply at temperatures between 5°C and 25°C. Avoid 
application on surfaces that are in direct sunlight, hot or cold or in the presence of strong winds 
(especially if hot), is about to rain or high humidity. If it should rain within the first or second day 
after painting, protect the pool with a tarpaulin, should this not be possible, dry the surfaces as 
quickly as possible. The presence of stagnant rainwater on the surfaces during this drying period, 
even for just one day, could give rise to blisters when the pool is later filled. It is recommended to 
wait at least 7-10 days after applying the last coat of ALCAGUM, before putting the pool into 
operation. It is noted that a shorter time may cause bubbles and detachment of the coating. Indoors, 
ventilate the premises during application. 
 
DILUTION 
Add 5-10% of DILUENTE S for applications by brush and roller, 10-15% of DILUENTE X for 
applications by spray. 
 
TECHNICAL DATA 
 
PRODUCT Paint for swimming pools based on special 

copolymers 
SPECIFIC WEIGHT 1.250 ± 0.050 kg/L  
VISCOSITY 7000 ± 500 Brookfield cPs at 23 °C. 
GLOSS Gloss (60°) : 35 ± 5 
COLOUR White and pool blue, on request  
RECOMMENDED THICKNESSES 40-50 dry microns per coat 
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NUMBER OF COATS RECOMMENDED 2 coats at distance of 18-24 hours 
RE-COATING 24 hours 
APPLICATION METHOD Air mix spray gun: use nozzle ∅ 1.9 ÷ 2.2 mm 

Spray pressure 3 ÷ 4 atm. 
Airless: nozzle Ø 0.4 to 0.6 mm  
Compression ratio 30: 1 
Spraying pressure 140 to 180 atm (max 5% 
DILUENTE X) 

THEORETICAL YIELD:  3-4 sqm/l for 2 layers 
DRYING TIME (at 23 ° C)  
Tack 15-20 minutes 
Touch dry 1-2 hours 
Deep dry 24 hours 

 
CLEAN TOOLS 
With DILUENTE N immediately after use. 
 
STORAGE 
Keep away from heat, in a cool and ventilated place, protected from chills. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The above technical knowledge regarding the application and the proper use of the products does not mean ALCAS ITALIA s.r.l. assumption of responsibility for the use and application of the products. Because 
of the unpredictable variability of operating conditions, the APPLICATOR must verify the use of the product under their own conditions with direct evidence. We reserve the right to change the contents of this 
document without prior notice. As soon as a new version of this data sheet is available, it will no longer be valid. 
 
 


