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DESCRIPTION 
Consolidating pigmented water primer based on potassium polysilicate, styrene acrylic copolymers, 
inorganic pigments, silica sand and selected quartz. Thanks to its particular composition, silicate-
based paint and coatings may be applied on walls that are already treated with traditional paints, 
avoiding paint stripping. Its acrylic component, in fact, adheres perfectly to the existing organic 
layer, while its mineral component is adapted to bind to the subsequent finishing silicate with 
excellent adhesion and absence of flaking. It has good water vapour permeability, high water 
repellency and resistance to the formation of mould, algae and fungi. 
 
USES 
On internal and external surfaces, as a bridge between the surface and silicate finishing or as a 
fixative to decrease and even the surface's absorption. It is also suitable on gypsum-based surfaces, 
including its derivatives.  
 
PREPARING THE SURFACE: 
Surfaces with organic paint in good condition: brush and remove any loose parts, traces of dust and 
various oiliness, any efflorescence and vegetal or bacterial formations.  
Degraded surfaces coated in organic paint: brush and remove any loose parts, traces of dust and 
greasiness various saline efflorescence and vegetal or bacterial formations. Fill as necessary and then 
proceed as above.  In the presence of extremely friable surfaces, soak with SILOPAINT FISSATIVO. 
 
APPLICATION 
Apply 1-2 coats with a brush or wool roller. Allow at least 10 hours between the first and the second 
coat of paint. Generally, only one coat is enough to get a perfect coverage and uniformity in every 
point of the surface. A second coat may be necessary when the surface presents patches. Apply 
between temperatures of 5 and 30°C. Do not apply on surfaces that are in direct sunlight, hot or cold, 
or in the presence of strong wind, if rain is imminent or in the presence of high relative humidity. 
Treated surfaces must be protected for at least 48 hours from any rainfall. Mix well and slowly before 
use. 
 
DILUTION 
Add 20-30% of water. 
 
TECHNICAL DATA 
 
PRODUCT Contact primer  
SPECIFIC WEIGHT 1.500 ± 0.050 kg/l. 
VISCOSITY 16000 ± 2000 Brookfield cPs at 23 °C 
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GLOSS Very matt 
COLOUR White 
 RECOMMENDED THICKNESSES 60 to 70 dry microns per coat 
NUMBER OF COATS RECOMMENDED 2 coats 
RE-COATING 10-12 hours 
APPLICATION METHOD Brush, roller 
THEORETICAL YIELD:  4-5 sqm/l for 2 layers 
DRYING TIMES (At 23°C)  
Touch dry  1-2 hours  
Deep dry 18-24 hours  

 
CLEAN TOOLS 
With water immediately after use. 
 
STORAGE 
Keep away from heat, in a cool and ventilated place, protected from chills. 
 
NOTES 
Caustic product, protect yourself with goggles, gloves and waterproof overalls; protect wood or 
aluminium fixtures, stained glass, marble, ceramics, by masking with plastic sheeting. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The above technical knowledge regarding the application and the proper use of the products does not mean ALCAS ITALIA s.r.l. assumption of responsibility for the use and application of the products. Because 
of the unpredictable variability of operating conditions, the APPLICATOR must verify the use of the product under their own conditions with direct evidence. We reserve the right to change the contents of this 
document without prior notice. As soon as a new version of this data sheet is available, it will no longer be valid. 
 
 


