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DESCRIPTION 
Filling matte paint, with quartz flour, based on special elastomeric resins, pigments and fillers and 
various selected quality additives, which gives the product excellent expansion and waterproofing 
properties. Allows a good water vapour diffusion combined with a high resistance to weather and 
temperature changes. Its high elasticity allows the coating to follow the surface's movement without 
cracking and not containing external plasticisers it maintains its characteristics in time. It presents a 
good unifying and filling power and creates an elastic bridge on cracks, avoiding infiltration of water 
and carbon dioxide.  
 
USES 
Suitable for application on lime and cement based plasters in general. 
 
PREPARING THE SURFACE 
New wall surfaces: Ensure that at least 4-6 weeks of seasoning have taken place since the last coast 
of plaster (even if was only retouching). Clean the surfaces meticulously to remove any traces of 
traces, oily residue and plaster specks. Apply a coat of SOLVEX fixative, and after approx. 18 hours, 
apply an appropriately water-diluted coat of ISOGUM. 
Already painted wall surfaces: remove badly anchored parts, get rid of dust and traces of dirt. On 
surfaces that have deteriorated (algae, moss, saline efflorescence, strong rising humidity etc.) perfect 
adhesion is not guaranteed. This must therefore be remedied before applying the paint.  
Apply a coat of SOLVEX fixative, and then an appropriately water-diluted coat of ISOGUM. 
 
APPLICATION  
Apply at least two coats of ALKELASTIC by brush and roller.  Allow at least 6-8 hours after the 
primer and at least 8 hours between one coat and the other. The application temperature must be 
between 5°C and 35°C. Do not apply if there is an imminent possibility of rain, on highly humid 
days, on directly sunlit or frozen surfaces and when strong winds are present. In addition to the 
primer coat, always apply at least two coats of finishing in order to obtain a compact and 
homogeneous film. Once completed, it is necessary to protect the treated surface for at least 48 hours 
from any rainfall. 
 
DILUTION 
Add 20-25% water. 
 

TECHNICAL DATA 

 
PRODUCT Elastomeric paint 
SPECIFIC WEIGHT 1.540 ± 0.05 kg/L.  
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VISCOSITY 22000 ± 5000 Brookfield cPs at 23 °C 
pH 8-9 
GLOSS opaque <10 G.U. 85º 
COLOUR White and chart colours 
RECOMMENDED THICKNESSES 60-70 dry microns per coat 
NUMBER OF COATS RECOMMENDED 2 coats 
RE-COATING 8-10 hours 

APPLICATION METHOD Brush, roller 
THEORETICAL YIELD:  4-5 sqm/l for 2 layers 
DRYING TIME (at 23 ° C)  
Touch dry 1-2 hours  
Deep dry 8-12 hours  

 
CLEAN TOOLS 
With water immediately after use. 
 
STORAGE 
Keep away from heat, in a cool and ventilated place, protected from chills. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The above technical knowledge regarding the application and the proper use of the products does not mean ALCAS ITALIA s.r.l. assumption of responsibility for the use and application of the products. Because 
of the unpredictable variability of operating conditions, the APPLICATOR must verify the use of the product under their own conditions with direct evidence. We reserve the right to change the contents of this 
document without prior notice. As soon as a new version of this data sheet is available, it will no longer be valid. 
 
 


